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Height of work
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Sectional view

1)Stroke 0.7 mm(Per Contact): 60gf+20gf

5.0 Mechanical life:
1)Mechanical lif): 10,000 Cycles Min

6.0 Working Temperature Range: —30~85°
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1 AO The new version was released Qlaoyun 2017.11.1
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LN A% /(\A Thickness of gold layer at riveting mouth AUSU’

NS

- o

S &S

S i o =T 91.000.03

4 ] 8m

m NOTES:
M 1.0 PLATING:
130003 1)Contact plating:brass Aubu"over 50-80u * Ni
Y 2)Contact solder area plating: brassAu 7u"” over 50-80u” Ni
—= ==—00.L0+0.03 3)Spring: SUS AUI-3U
2.0 Rated voltage(Per Contact): 5 Volts
J 3.0 Rated Current(Per Contact): 1A maximun
NM q 3 4.0 Recommended Working Strokedorce:

“UNLESS OTHERWISE STATED
ALL DIMENSIONS ARE IN

LINEAR TOLERANCE:
X.£0.20 .X£0.1S XX£0.10

MILLIMETRES

POMANGTOR

X*,£2° X°+0,5°" POGO PIN - 16 YEARS QF PROFESSIONAL
Pomagtor Magnetic connector -professional for customization
4 - - - - Websiteiwww.pomagtor.net FD
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